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June 2, 2017 

NOTICE OF PUBLIC HEARING  
 
Notice is hereby given that the Planning Commission of the City of Campbell has set the time 
of 7:30 p.m., or shortly thereafter, on Tuesday, June 13, 2017, in the City Hall Council 
Chambers, 70 North First Street, Campbell, California, for a Public Hearing to consider the 
application of Igor Markovsky for a Site and Architectural Review Permit (PLN2017-59) to allow 
a major addition and remodel to an existing single-family residence on property located at 
1829 Regina Way.  Staff is recommending that this project be deemed Categorically Exempt 
under CEQA.   
 
Interested persons may appear and be heard at this hearing.  Please be advised that if you 
challenge the nature of the above project in court, you may be limited to raising only those 
issues you or someone else raised at the Public Hearing described in this Notice, or in written 
correspondence delivered to the City of Campbell Planning Commission at, or prior to, the 
Public Hearing.  Questions may be addressed to the Community Development Department at 
(408) 866-2140. 
 
Plans and architectural drawings may be viewed at the Planning Division office during normal 
business hours (8:00 a.m. – 5:00 p.m.) and on the City's 'Public Notices' web page 
(http://www.cityofcampbell.com/501/Public-Notices) under ‘Planning Commission’. 
 
Decisions of the Planning Commission may be appealed to the City Council.  Appeals must be 
submitted to the City Clerk in writing within 10 calendar days of an action by the Commission. 
 
In compliance with the Americans with Disabilities Act, listening assistive devices are available 
for all meetings held in the Council Chambers.  If you require accommodation, please contact 
the Community Development Department at (408) 866-2140, at least one week in advance of 
the meeting. 

 
PLANNING COMMISSION 

  CITY OF CAMPBELL 
PAUL KERMOYAN 

SECRETARY 
PLEASE NOTE:  When calling about this Notice, 
   please refer to:  1829 Regina Way 







Preventing Pollution:
It’s Up to Us 

In the Santa Clara Valley, storm drains transport 

water directly to local creeks and San Francisco 

Bay without treatment. Stormwater pollution is a 

serious problem for wildlife dependent on our 

waterways and for the people who live near 

polluted streams or baylands. Some common 

sources of this pollution include spilled oil, fuel, 

and fluids from vehicles and heavy equipment; 

construction debris; sediment created by erosion, 

landscaping runoff containing pesticides or weed 

killers;  and materials such as used motor oil, 

antifreeze, and paint products that people pour or 

spill into a street or storm drain. 

Thirteen valley municipalities have joined together 

with Santa Clara County and the Santa Clara 

Valley Water District to educate local residents and 

businesses and fight stormwater pollution. Join us, 

by following the practices described in this 

pamphlet.

Doing the Job Right

General Business Practices 

Schedule excavation and grading work during 

dry weather. 

Perform major equipment repairs away from the 

job site. 

When refueling or vehicle/equipment 

maintenance must be done on site, designate a 

location away from storm drains. 

Do not use diesel oil to lubricate equipment 

parts, or clean equipment. 

Practices During Construction 

Remove existing vegetation only when 

absolutely necessary. Plant temporary

vegetation for erosion control on slopes or 

where construction is not immediately planned. 

Protect downslope drainage courses, streams, 

and storm drains with wattles, or temporary 

drainage swales. Use check dams or ditches 

to divert runoff around excavations. Refer to 

the Regional Water Quality Control Board’s 

Erosion and Sediment Control Field Manual for 

proper erosion and sediment control 

measures.

Cover stockpiles and excavated soil with 

secured tarps or plastic sheeting. 

Dewatering Operations 

Storm Drain Pollution 
from Earth-Moving Activities 

and Dewatering

Soil excavation and grading operations loosen 

large amounts of soil that can flow or blow into 

storm drains when handled improperly. 

Sediments in runoff can clog storm drains, 

smother aquatic life, and destroy habitats in 

creeks and the Bay. Effective erosion control 

practices reduce the amount of runoff crossing a 

site and slow the flow with check dams or 

roughened ground surfaces. 

Contaminated groundwater is a common 

problem in the Santa Clara Valley. Depending 

on soil types and site history, groundwater 

pumped from construction sites may be 

contaminated with toxics (such as oil or 

solvents) or laden with sediments. Any of these 

pollutants can harm wildlife in creeks or the Bay, 

or interfere with wastewater treatment plant 

operation.

1. Check for Toxic Pollutants

Check for odors, discoloration, or an oily 

sheen on groundwater. 

Call your local wastewater treatment agency 

and ask whether the groundwater must be 

tested.

If contamination is suspected, have the water 

tested by a certified laboratory. 

Depending on the test results, you may be 

allowed to discharge pumped groundwater to 

the storm drain (if no sediments present) or 

sanitary sewer. OR, you may be required to 

collect and haul pumped groundwater offsite 

for treatment and disposal at an appropriate 

treatment facility. 

2. Check for Sediment Levels 

If the water is clear, the pumping time is less 

than 24 hours, and the flow rate is less than 

20 gallons per minute, you may pump water 

to the street or storm drain.

If the pumping time is more than 24 hours and 

the flow rate greater than 20 gpm, call your 

local wastewater treatment plant for guidance.

If the water is not clear, solids must be filtered 

or settled out by pumping to a settling tank 

prior to discharge. Options for filtering include:

Pumping through a perforated pipe sunk 

part way into a small pit filled with gravel;

Pumping from a bucket placed below 

water level using a submersible pump;

Pumping through a filtering device such as 

a swimming pool filter or filter fabric 

wrapped around end of suction pipe.

When discharging to a storm drain, protect the 

inlet using a barrier of burlap bags filled with 

drain rock, or cover inlet with filter fabric 

anchored under the grate. OR pump water 

through a grassy swale prior to discharge. 

Small Business Hazardous Waste 
Disposal Program  

Discharging sediment-laden water from a 

dewatering site into any water of the state 

without treatment is prohibited. 

Storm Drain Pollution 
from Fresh Concrete and 

Mortar Applications 

Preventing Pollution: 
It’s Up to Us 

In the Santa Clara Valley, storm drains transport 

water directly to local creeks and San Francisco 

Bay without treatment. Stormwater pollution is a 

serious problem for wildlife dependent on our 

creeks and bays and for the people who live near 

polluted streams or baylands. Common sources of 

this pollution include spilled oil, fuel, and fluids from 

vehicles and heavy equipment; construction debris; 

sediment created by erosion; landscaping runoff 

containing pesticides or weed killers; and materials 

such as used motor oil, antifreeze, and paint 

products that people pour or spill into a street or 

storm drain. 

Thirteen valley municipalities have joined together 

with Santa Clara County and the Santa Clara 

Valley Water District to educate local residents and 

businesses and fight stormwater pollution. Join us, 

by following the practices described in this 

pamphlet.

Doing the Job Right

General Business Practices

Wash out concrete mixers only in designated 

wash-out areas in your yard, away from storm 

drains and waterways, where the water will 

flow into a temporary waste pit in a dirt area. 

Let water percolate through soil and dispose of 

settled, hardened concrete as garbage. 

Whenever possible, recycle washout by 

pumping back into mixers for reuse. 

Wash out chutes onto dirt areas at site that do 

not flow to streets or drains. 

Always store both dry and wet materials under 

cover, protected from rainfall and runoff and 

away from storm drains or waterways. Protect 

dry materials from wind. 

Secure bags of cement after they are open. Be 

sure to keep wind-blown cement powder away 

from streets, gutters, storm drains, rainfall, and 

runoff.

Do not use diesel fuel as a lubricant on 

concrete forms, tools, or trailers. 

During Construction 

Don’t mix up more fresh concrete or cement 

than you will use in a two-hour period. 

Set up and operate small mixers on tarps or 

heavy plastic drop cloths. 

When cleaning up after driveway or sidewalk 

construction, wash fines onto dirt areas, not 

down the driveway or into the street or storm 

drain.

Protect applications of fresh concrete and 

mortar from rainfall and runoff until the material 

has dried. 

Wash down exposed aggregate concrete only 

when the wash water can (1) flow onto a dirt 

area; (2) drain onto a bermed surface from 

which it can be pumped and disposed of 

properly; or (3) be vacuumed from a catchment 

created by blocking a storm drain inlet. If 

necessary, divert runoff with temporary berms. 

Make sure runoff does not reach gutters or 

storm drains. 

When breaking up pavement, be sure to pick 

up all the pieces and dispose of properly. 

Recycle large chunks of broken concrete at a 

landfill.

Never bury waste material. Dispose of small 

amounts of excess dry concrete, grout, and 

mortar in the trash. 

Never dispose of washout into the street, storm 

drains, drainage ditches, or streams. 

Fresh concrete and cement-related 
mortars that wash into lakes, streams, 
or estuaries are toxic to fish and the 
aquatic environment. Disposing of 
these materials to the storm drains or 
creeks can block storm drains, causes 
serious problems, and is prohibited by 
law. 

Preventing Pollution:
It’s Up to Us 
In the Santa Clara Valley, storm drains transport 

water directly to local creeks and San Francisco 

Bay without treatment. Stormwater pollution is a 

serious problem for wildlife dependent on our 

waterways and for the people who live near 

polluted streams or baylands. Some common 

sources of this pollution include spilled oil, fuel, and 

fluids from vehicles and heavy equipment; 

construction debris; sediment created by erosion; 

landscaping runoff containing pesticides or weed 

killers; and materials such as used motor oil, 

antifreeze, and paint products that people pour or 

spill into a street or storm drain. 

Thirteen valley municipalities have joined together 

with Santa Clara County and the Santa Clara 

Valley Water District to educate local residents and 

businesses and fight stormwater pollution. Join us, 

by following the practices described in this 

pamphlet.

Doing the Job Right 

General Principles

Keep an orderly site and ensure good 

housekeeping practices are used. 

Maintain equipment properly. 

Cover materials when they are not in use. 

Keep materials away from streets, storm drains 

and drainage channels. 

Ensure dust control water doesn’t leave site or 

discharge to storm drains. 

Advance Planning To Prevent Pollution 

Schedule excavation and grading activities for 

dry weather periods. To reduce soil erosion, plant 

temporary vegetation or place other erosion 

controls before rain begins. Use the Erosion and 

Sediment Control Manual, available form the 

Regional Water Quality Control Board, as a 

reference.

Control the amount of runoff crossing your site 

(especially during excavation!) by using berms or 

temporary or permanent drainage ditches to divert 

water flow around the site. Reduce

  stormwater runoff velocities by constructing 

temporary check dams or berms where 

appropriate.

Train your employees and subcontractors. Make 

these brochures available to everyone who works 

on the construction site. Inform subcontractors 

about the stormwater requirements and their own 

responsibilities. Use Blueprint for a Clean Bay, a 

construction best management practices guide 

available from the Santa Clara Valley Urban Runoff 

Pollution Prevention Program, as a reference. 

Good Housekeeping Practices 

Designate one area of the site for auto parking, 

vehicle refueling, and routine equipment 

maintenance. The designated area should be well 

away from streams or storm drain inlets, bermed if 

necessary. Make major repairs off site. 

Keep materials out of the rain – prevent runoff 

contamination at the source. Cover exposed piles 

of soil or construction materials with plastic 

sheeting or temporary roofs. Before it rains, sweep 

and remove materials from surfaces that drain to 

storm drains, creeks, or channels. 

Keep pollutants off exposed surfaces. Place 

trash cans and recycling receptacles around the 

site to minimize litter. 

Clean up leaks, drips and other spills 

immediately so they do not contaminate soil or 

groundwater or leave residue on paved surfaces. 

Use dry cleanup methods whenever possible. If 

you must use water, use just enough to keep the 

dust down. 

Storm Drain Pollution from 
Construction Activities

Construction sites are common sources of 

storm water pollution. Materials and wastes 

that blow or wash into a storm drain, gutter, or 

street have a direct impact on local creeks and 

the Bay. 

As a contractor, or site supervisor, owner 

or operator of a site, you may be 

responsible for any environmental damage 

caused by your subcontractors or 

employees. 

Cover and maintain dumpsters. Check frequently 

for leaks. Place dumpsters under roofs or cover 

with tarps or plastic sheeting secured around the 

outside of the dumpster. Never clean out a 

dumpster by hosing it down on the construction 

site. 

Place portable toilets away from storm drains. 

Make sure portable toilets are in good working 

order. Check frequently for leaks. 

Materials/Waste Handling

Practice Source Reduction -- minimize waste 

when you order materials. Order only the amount 

you need to finish the job.

Use recyclable materials whenever possible. 

Arrange for pick-up of recyclable materials such as 

concrete, asphalt, scrap metal, solvents, 

degreasers, cleared vegetation, paper, rock, and 

vehicle maintenance materials such as used oil, 

antifreeze, batteries, and tires. 

Dispose of all wastes properly. Many 

construction materials and wastes, including 

solvents, water-based paints, vehicle fluids, broken 

asphalt and concrete, wood, and cleared 

vegetation can be recycled. (See the reference list 

of recyclers in Blueprint for a Clean Bay.) Materials 

that cannot be recycled must be taken to an 

appropriate landfill or disposed of as hazardous 

waste. Never bury waste materials or leave them in 

the street or near a creek or stream bed. 

Permits

In addition to local grading and building permits, 

you will need to obtain coverage under the State's 

General Construction Activity Stormwater Permit if 

your construction site's disturbed area totals 1 acre 

or more. Information on the General Permit can be 

obtained from the Regional Water Quality Control 

Board.

Preventing Pollution:
It’s Up to Us 

In the Santa Clara Valley, storm drains transport 

water directly to local creeks and San Francisco 

Bay without treatment. Stormwater pollution is a 

serious problem for wildlife dependent on our 

waterways and for the people who live near 

polluted streams or baylands. Some common 

sources of this pollution include spilled oil, fuel, and 

fluids from vehicles and heavy equipment; 

construction debris; sediment created by erosion; 

landscaping runoff containing pesticides or weed 

killers; and materials such as used motor oil, 

antifreeze, and paint products that people pour or 

spill into a street or storm drain. 

Thirteen valley municipalities have joined together 

with Santa Clara County and the Santa Clara 

Valley Water District to educate local residents and 

businesses and fight stormwater pollution. Join us, 

by following the practices described in this 

pamphlet.

Doing the Job Right
Handling Paint Products

Keep all liquid paint products and wastes 

away from the gutter, street, and storm 

drains. Liquid residues from paints, thinners, 

solvents, glues, and cleaning fluids are 

hazardous wastes and must be disposed of at 

a hazardous waste collection facility (contact 

your local stormwater program listed on the 

back of this brochure).

When thoroughly dry, empty paint cans, used 

brushes, rags, and drop cloths may be 

disposed of as garbage in a sanitary landfill. 

Empty, dry paint cans also may be recycled as 

metal.

Wash water from painted buildings constructed 

before 1978 can contain high amounts of lead, 

even if paint chips are not present. Before you 

begin stripping paint or cleaning pre-1978 

building exteriors with water under high 

pressure, test paint for lead by taking paint 

scrapings to a local laboratory. See Yellow 

Pages for a state-certified laboratory. 

If there is loose paint on the building, or if the 

paint tests positive for lead, block storm drains. 

Check with the wastewater treatment plant to 

determine whether you may discharge water to 

the sanitary sewer, or if you must send it offsite 

for disposal as hazardous waste. 

Painting Cleanup

Never clean brushes or rinse paint 

containers into a street, gutter, storm drain, 

French drain, or stream.

For water-based paints, paint out brushes to 

the extent possible, and rinse into a drain that 

goes to the sanitary sewer. Never pour paint 

down a storm drain. 

For oil-based paints, paint out brushes to the 

extent possible and clean with thinner or 

solvent in a proper container. Filter and reuse 

thinners and solvents. Dispose of excess 

liquids and residue as hazardous waste. 

Paint Removal 

Paint chips and dust from non-hazardous 

dry stripping and sand blasting may be 

swept up or collected in plastic drop cloths and 

disposed of as trash. 

Chemical paint stripping residue and chips 

and dust from marine paints or paints 

containing lead, mercury or tributyl tin must 

be disposed of as hazardous wastes. Lead 

based paint removal requires a state-certified 

contractor.

When stripping or cleaning building exteriors

with high-pressure water, block storm drains. 

Direct wash water onto a dirt area and spade 

into soil. Or, check with the local wastewater 

treatment authority to find out if you can collect 

(mop or vacuum) building cleaning water and 

dispose to the sanitary sewer. Sampling of the 

water may be required to assist the wastewater 

treatment authority in making its decision. 

Recycle/Reuse Leftover Paints 
Whenever Possible.

Recycle or donate excess water-based (latex) 

paint, or return to supplier. 

Reuse leftover oil-based paint. Dispose of 

non-recyclable thinners, sludge and unwanted 

paint, as hazardous waste. 

Unopened cans of paint may be able to be 

returned to the paint vendor. Check with the 

vendor regarding its "buy-back" policy. 

Storm Drain Pollution from 
Paints, Solvents, and 

Adhesives
All paints, solvents, and adhesives contain 

chemicals that are harmful to wildlife in local 

creeks, San Francisco Bay, and the Pacific 

Ocean. Toxic chemicals may come from 

liquid or solid products or from cleaning 

residues or rags. Paint material and wastes, 

adhesives and cleaning fluids should be 

recycled when possible, or disposed of 

properly to prevent these materials from 

flowing into storm drains and watercourses.














