
 
CITY OF CAMPBELL 

Community Development Department 
 

 
 

70 North First Street - Campbell, California 95008-1423 - TEL 408.866.2140 - FAX 408.871-5140 - TDD 408.866-2790 

 
July 14, 2017 

NOTICE OF PUBLIC HEARING  
 
Notice is hereby given that the Planning Commission of the City of Campbell has set the time 
of 7:30 p.m., or shortly thereafter, on Tuesday, July 25, 2017, in the City Hall Council 
Chambers, 70 North First Street, Campbell, California, for a Public Hearing to consider the 
application of John Niktas for a Site and Architectural Review Permit (PLN2017-108) to allow 
the construction of a new single-family residence on property located at 1145 Salerno Drive. 
Staff is recommending that this item be deemed Categorically Exempt under CEQA.  
 
Interested persons may appear and be heard at this hearing.  Please be advised that if you 
challenge the nature of the above project in court, you may be limited to raising only those 
issues you or someone else raised at the Public Hearing described in this Notice, or in written 
correspondence delivered to the City of Campbell Planning Commission at, or prior to, the 
Public Hearing.  Questions may be addressed to the Community Development Department at 
(408) 866-2140. 
 
Plans and architectural drawings may be viewed at the Planning Division office during normal 
business hours (8:00 a.m. – 5:00 p.m.) and on the City's 'Public Notices' web page 
(http://www.cityofcampbell.com/501/Public-Notices) under ‘Planning Commission’. 
 
Decisions of the Planning Commission may be appealed to the City Council.  Appeals must be 
submitted to the City Clerk in writing within 10 calendar days of an action by the Commission. 
 
In compliance with the Americans with Disabilities Act, listening assistive devices are available 
for all meetings held in the Council Chambers.  If you require accommodation, please contact 
the Community Development Department at (408) 866-2140, at least one week in advance of 
the meeting. 

 
PLANNING COMMISSION 

  CITY OF CAMPBELL 
PAUL KERMOYAN 

SECRETARY 
PLEASE NOTE:  When calling about this Notice, 
   please refer to:  1145 Salerno Drive 
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GENERAL NOTES

SCREENING / VENTING:

FLASHING / SHEET METAL WORK

MISCELLANEOUS ITEMS:

WINDOWS AND GLAZING:

DOORS:

VENTILATION:

ATTIC ACCESS:

18" x 18" ROUND GABLE LOUVER VENT RECESSED 7.

4.  TYPICAL MOISTOP E-Z SEAL FLASHING AROUND ALL WINDOW AND DOOR OPENINGS.
  

LEAST 4" ABOVE  GRADE AND 2" ABOVE PAVED AREAS.

6.  7/8" STUCCO WITH WIRE MESH OVER TWO LAYERS OF GRADE D PAPER
AND HAS 26 GAUGE GALVANIZED WEEP SCREED AT FOUNDATION PLATE LINE AT

 

 

 

5. 2 x 12 PRIMED WOOD FASCIA WITH G.I. GUTTERS WITH DOWNSPOUTS TO 
FLASH BLOCKS.

  

3.  1 x 4 WOOD TRIM AT ALL EXTERIOR WINDOWS AND DOORS WITH DRIP CAP.
 

 

 

ROOF AND ELEVATIONS PLAN NOTES:
1. 40 YEARS PRESIDENTIAL COMPOSITION ROOF (ICBO 5414) OVER #30

 2. 26 GAUGE GALVANIZED G.I. GUTTER (5" FACIA GUTTER) WITH DOWNSPOUTS TO

FELT OVER 1/2" CDX PLYWOOD (NAIL W/8d @ 6" O.C. (EDGE), 12" O.C. (FIELD))

FOUNDATION VENTS:  PROVIDE MINIMUM 1-1/2 S.F. PER 25 LINEAL FEET OF 
EXTERIOR WALL OR 1 S.F. FOR EACH 150 S.F. OF UNDERFLOOR AREA.

EAVE VENTS:  WHERE REQUIRED, PROVIDE MINIMUM 3" X 14-1/2" AT 8'-0" MAX. 
(EXCEPT KEEP VENT MINIMUM 3'-0" FROM OPENINGS IN WALL BELOW)

CHIMNEY CAP WITH MFG. APPR.& 
LISTED SPARK ARRESTOR (1/2" 
MESH SCREEN MAXIMUM)

CHIMNEY:  MUST EXTEND A MINIMUM OF 2'-0" ABOVE ANY PORTION OF A ROOF 
WITHIN 10'-0" RADIUS OF CHIMNEY. USE MFG. APPROVED SPARK ARRESTOR.

FOR SPECIFIC OR ADDITIONAL INFORMATION, SEE FLOOR PLANS, 
SCHEDULES, AND ROOF PLAN.

OVERHANG - 18" PROJECTION W/ EXPOSED RAFTER TAILS.   8.

12.

13.

14.

COATING AND WEATHER STRIPPED.
4. ALL EXTERNAL DOORS AND WINDOWS SHALL BE FINISHED WITH WEATHER RESISTANT

BATHTUBS AND SHOWERS.
3. SAFETY GLAZING SHALL BE PROVIDED IN DOORS AND ENCLOSURES FOR HOT TUBS,

OR 24" HIGH.
5.7 SQ. FT. EGRESS WINDOWS SHALL NOT HAVE AN OPENABLE AREA LESS THAN 20" WIDE
NOT GREATER THAN 44" ABOVE THE FINISH HEIGHT AND SHALL HAVE A MIN. OPENABLE OF

2. EVERY BEDROOM SHALL BE PROVIDED WITH AN EGRESS WINDOW WITH FINISH SILL HEIGHT

AND COLOR TO BE DETERMINED BY OWNER.
1. WINDOWS SHALL BE DUAL PANE WITH VINYL FRAMES (MIN U VALUE OF 0.6) MANUFACTURER

1.  INTERIOR AND EXTERIOR DOORS STYLE AND FINISH BY OWNER.

VENTS.
HOLES IN ROOF PLYWOOD UNDER THE CALIFORNIA ROOF TO PROVIDE VENTILATION TO PORCH SOFFIT

1.  PORCH SHALL BE PROVIDED MINIMUM THREE 4"x16" SOFFIT VENTS  AT THE CEILING. BORE FOUR 3"Ø
SCREEN.
VENTILATION SHALL BE PROTECTED FROM RAIN AND SHALL BE COVERED WITH  GALVANIZED WIRE

1.  ATTIC SHALL HAVE VENTILATION EQUAL TO 1 SQ. FOOT PER 150 SQ. FEET OF ATTIC SPACE.

1.  A MINIMUM 22" x 36" . THERE SHALL BE 30" MIN. CLEARANCE AT OR ABOVE THE OPENINGS.

TYP.
18" O.H.

9. 12" ROUND DECORATIVE COLUMN (COLOR - WHITE)
36" HEIGHT AVALON BALUSTER RAILINGS (COLOR - WHITE)10.

11.

18" O.H.
TYP.

FLASH BLOCKS.

40 YR COMPOSITE
SHINGLE ROOF, TYP. 5 FIREPLACE CHIMNEY

5

5

TYP.

SLIDING DBL. GLAZED
WINDOW, TYPICAL

6 STUCCO 
TYPICAL

ROOFING SHALL BE MINIMUM OF CLASS "C" (CRC R902.1.3.)
AND THE FASTENERS FOR THE ROOFING SHALL BE CORROSION
RESISTANT IN ACCORDANCE WITH (CRC R905.2.5.)

NOTE:

1145

NEW AND EXISTING BUILDINGS SHALL HAVE APPROVED ADDRESS NUMBERS, BUILDING
NUMBERS OR APPROVED BUILDING IDENTIFICATION PLACED IN A POSITION THAT IS
PLAINLY LEGIBLE AND VISIBLE FROM THE STREET OR RAD FRONTING THE PROPERTY.
THESE NUMBERS SHALL CONTRAST WITH THEIR BACKGROUND. WHERE REQUIRED BY
THE FIRE CODE OFFICIAL, ADDRESS NUMBERS SHALL BE PROVIDED IN ADDITIONAL
APPROVED LOCATIONS TO FACILITATE EMERGENCY RESPOSE. ADDRESS NUMBERS
SHALL BE ARABIC NUMBERS OR ALPHABETICAL LETTERS. NUMBERS SHALL BE A
MINIMUM OF 4 INCHES HIGH WITH A MINIMUM STROKE WIDTH OF 0.5 INCH. WHERE
ACCESS IS BY MEANS OF A PRIVATE ROAD AND THE BUILDING CANNOT BE VIEWED
FROM THE PUBLIC WAY, A MONUMENT, POLE OR OTHER SIGN OR MEANS SHALL BE
USED TO IDENTIFY THE STRUCTURE. ADDRESS NUMBERS SHALL BE MAINTAINED. CFC
Sec. 505.1
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